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02.1

System Design

SLOT DRAIN® PROFILES

STAINLESS STEEL SLOT DRAIN®

FIBERGLASS SLOT DRAIN®

The Slot Drain® Stainless Steel Slotted Trench Drain is
made of T304 or T316 stainless steel. Drain channels
are built with a 0.5% slope. Inverts start at 8 inches deep
and continue to unlimited length. Drain channels are
6 inches wide. It has mechanically-locking joints
and bolt-together flanges.

The Slot Drain® Fiberglass Slotted Trench Drain bodies
are made of fiber reinforced fiberglass, with interlocking
ends and a radiused bottom. The surface angles and
everything above are made from T304 Stainless steel.
Drain channels are built with a 0.5% slope. Inverts start
at 5.5 inches deep. It has mechanically-locking joints
and bolt-together flanges.

— Applications:
Food and Beverage Facilities, Wineries and Breweries,
Agriculture and Animal Facilities, Extreme Temperature
and Harsh Chemical Environments
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— Applications:
Car Washes and Parkades, Wastewater Treatment Facilities

Profiles

PERFORMANCE CHARACTERISTICS

— Flow Rate
The computed flow capacity of a 1 ¼ inch
slot opening is 27 gallons per minute
(per foot of slot).

— Structural
The structural capabilities of the drain
system are in direct relation to the
strength of the concrete the Slot Drain®
is supported by.

— Durability
GALVANIZED SLOT DRAIN®

The Slot Drain® Galvanized Slotted Trench Drain channel
is made of 16-gauge (1.6 mm) galvanized steel and drain
inlets are made of stainless steel. Drain channels are
built with a 0.5% slope. Inverts start at 8 inches deep
and continue to unlimited lengths. Galvanized drain
channels are 6 inches wide. It has mechanically-locking
joints and bolt-together flanges.

Consideration of machinery placement
is not limited by the placement of
the Slot Drain.®

DESIGN OPTIONS

— Slot Opening
— Applications:

½" (ADA Compliant), 1" and 1 ¼"

Swimming Pools, Fountains, Exterior/Outdoor
and Civil Applications
— Section Lengths
Full section 9'8" and half section 4'10"
Fiberglass Slot Drain® is customized.

— Accessories
Catch basin, cleaning paddle and other
accessories are available.
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02.1

System Design

SLOT DRAIN® PROFILES

SHALLOW PROFILE SLOT DRAIN®

LANDSCAPE / BRICK SLOT DRAIN®

Shallow Profile Slot Drain® is a cost effective surface
drainage system that is available in stainless or galvanized
steel. Inverts start at 2 ¾". It is applied often in pedestrian
or light traffic areas, such as swimming pools, garages,
distribution centers, fountains, plazas, sidewalks and
playgrounds, or facilities that do not have high volume
of liquid to distribute.

Landscape Slot Drain® is available in stainless steel,
fiberglass and galvanized steel. Its sleek, linear and
aesthetic design perfectly matches landscaping pavement.
It can be applied in areas like patios, gardens, sidewalks
and plazas. With paving bricks on top, Landscape Slot
Drain® can distribute storm water quickly and it is ideal
for public areas as it can be ADA Compliant.

— Applications:

— Applications:

Low-volume Water Distribution Areas, Swimming Pools,
Garage, Distribution Centers

Plaza, Sidewalk, Playgrounds
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Profiles

PERFORMANCE CHARACTERISTICS

— Flow Rate
The computed flow capacity of a 1 ¼ inch
slot opening is 27 gallons per minute
(per foot of slot).

— Structural
The structural capabilities of the drain
system are in direct relation to the
strength of the concrete the Slot Drain®
is supported by.

— Durability
SHOWER SLOT DRAIN®

Shower Slot Drain® is specifically designed for shower
rooms and it is fully stainless steel. Its long, beautiful line
requires a simpler slope on shower floors, so larger floor
tiles can be accommodated. It is applied to residential
and public shower rooms.

Consideration of machinery placement
is not limited by the placement of
the Slot Drain.®

DESIGN OPTIONS

— Slot Opening
— Applications:

½" (ADA Compliant), 1" and 1 ¼"

Residential, Public Shower Rooms
— Section Lengths
Full section 9'8" and half section 4'10"
Fiberglass Slot Drain® is customized.

— Accessories
Catch basin, cleaning paddle and other
accessories are available.
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02.2

System Design

CLEANING TOOLS

EASY TO CLEAN
Each Slot Drain® system includes a specially
designed cleaning kit specific to its application.
To clean the drain channel, cleaning kit options include an easy cleaning paddle, Flush FloTM System
for frequent cleaning facilities.

CLEAN IN PLACE (CIP)

FREQUENT CLEANING — FLUSH FLOTM

CIP is a method of cleaning that is commonly used in
hygiene critical industries, such as food and beverage
processing, dairy, brewing, pharmaceutical and cosmetics.

This system is connected to a water line and can be
operated with a timer or flushed manually. You can open
a valve to let water flush and clean the drain or set a timer
to clean the drain automatically.

Slot Drain® does not have gratings of any kind, which
makes CIP much easier. It is ideal for facility that
requires frequent cleaning and sanitation.
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Flush Flo™ is especially suitable for facilities that require
frequent cleaning, such as food processing plants,
car washes, seafood markets, etc.

REGULAR CLEANING — CLEANING PADDLE & BRUSH

STRAINER BASKET

The cleaning paddle is the simplest way for regular
drainage cleaning. You just insert the paddle, twist 90
degrees and move it along the drain to clear the debris.

The strainer basket’s ½-inch perforated holes trap
stones, keys, rings and other items that are smaller than
the slot opening, that you want to intercept. Made of
stainless steel, it is designed to last for the life
of your system.

A Brush Paddle can scrub the inside of the channel easily
and thoroughly. Trappings are then removed from the
catch basin.

The only part of Slot Drain®
that is exposed to the room
is the stainless steel surface
which can be cleaned and
sanitized as your floor is.
Slot Drain® does not absorb
water or contaminants
and allows contaminants
to be disposed of in an
environmentally friendly
manner.

CATCH BASIN

Catch basins are designed to be receptacles for retrieving
any items that may inadvertently go into the slot.
A ¼ T304 stainless lid sits atop the base. Basins come
in 8"›‹8", 12"›‹12" or 24"›‹24" wide and are typically
20" deep. The basins come with a reinforced cover made
of T204 stainless steel with rebar tie-ins and can
withstand heavy traffic loads.
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02.3

System Design

SPECIFICATIONS — CATCH BASIN

MEASUREMENTS

STAINLESS &
GALVANIZED

FIBERGLASS

Top Width

12"

12"

Top Length

12"

12"

Bottom Width

12"

10"-12"

Bottom Length

12"

10"-12"

Height

20"

20"

4" or 6"

4" or 6"

15"

14"

Outlet Height
Outer Edge of Frame
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— Catch

basins are constructed from either fiberglass,
galvanized steel or stainless steel as 12"›‹12"›‹20" deep,
and are available with 4 inch and 6 inch outlets.
— B
 asins come with a reinforced cover and can
withstand heavy traffic loads.
—T
 he exposed surface of the catch basin frames are
made from T304 stainless steel. They have rebar
tie-ins for easy installation.

02.4

System Design

SPECIFICATIONS — SLOT DRAIN® PROFILES

Actual length of each section = 9' 8"

Actual length of each section = 15"

STAINLESS / GALVANIZED
SLOT DRAIN® SECTION

INVERT
SHALLOW

INVERT
DEEP

FIBERGLASS
SLOT DRAIN® SECTION

INVERT
SHALLOW

INVERT
DEEP

102

8

8 5/ 8

102

5 1/ 2

6 1/ 2

203

8 5/ 8

9 1/4

203

6 1/ 2

7 5/8

304

9 1/4

9 7/ 8

304

7 5/ 8

8 1/ 2

405

9 7/ 8

10 1/ 2

405

8 1/ 2

9 1/ 2

506

10 1/ 2

11 1/ 8

506

9 1/ 2

10 3/ 8

607

11 1/ 8

11 3/4

607

10 3/ 8

11 1/4

708

11 3/4

12 3/ 8

708

11 1/4

12 1/ 8

809

12 3/ 8

13

809

12 1/ 8

13

— T304

stainless steel drain channels are 9'6" long,
6" wide and are available in ½", 1" and 1 ¼" wide
throat openings.
—D
 rain bodies are either made of T304 or T316
Stainless Steel or galvanized sheet, both with stainless
steel interlocking ends and a radiused bottom.
—T
 he surfacing areas and drain frame are made from
T304 Stainless steel.
—D
 rain channels are built with a .5% built-in slope
and inverts start at 8 inches and continue to
unlimited lengths. End caps and catch basins
complement the channels. End outlets, bottom
outlets and side outlets are available in 2", 3",
4" and 6" diameters.

— Drain

channels are 15' long, 6" wide, and are available
in ½", 1" and 1 ¼" wide throat openings.
—D
 rain bodies are made of fiber reinforced fiberglass,
with interlocking ends and a radiused bottom.
The surfacing areas and drain frame are made
from T304 Stainless steel.
—D
 rain channels are built with a .5% built-in slope
and inverts start at 5.5 inches and continue to
unlimited lengths. End caps and catch basins
complement the channels. End outlets, bottom
outlets, and side outlets are available in 2", 3", 4"
and 6" diameters.
— Inserts for flushing are optional items.

— Inserts for flushing are optional items.
SYSTEM DESIGN
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Send us your plans
or let us assist you with
your designs.

CONTACT US

To order Slot Drain,® please contact
TF 855 · 497 · 7508
F 204 · 775 · 2324
E info@slotdrainsystems.com
W slotdrainsystems.com

